
BASTRA GLYCERINE-BATH COOKING KETTLE 150 L

THE IDEAL COOKING APPLIANCE FOR VERSATILE USE

- stainless steel - material no. 1.4301

- glass bead-blasted � nish

- double jacket � lled with high-quality glycerine as heat transfer medium

- direct heating via electric, screw type tubular heating element with thermostat

- adjustment rang 50-220°C

- 2 insulated carrying handles

- viewing glass for glycerine level

- re� ll nozzle for glycerine

- safety overpressure tube

- base with cross bracing and 3 height adjustable feet

- plug-in execution

- stainless steel drain cock 1 1/4“

- kettle capacity: 150 l

- depth of kettle: 510 mm

- internal diameter: 610 mm

- external diameter: 680 mm

- glycerine � lling: 37 l

- electric connection: 400 V 3-N

- connected load: 8 kW

TECHNICAL DETAILS

BASTRA GmbH 
Kleinbahnstraße 12–16  ·  D-59759 Arnsberg

Tel.: +49 (0) 29 32 / 4 81-0
info@bastra.de  ·  www.bastra.de

mobile execution
with 3 rubber castors Ø 125 mm 
and 2 locking devices

ref-no. 330-KDN 150

ref-no. 330-KDN 150 F


